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Flange spirit level with pins / springs and protractor 
 

Usable for aligning bolt holes of flanges.  
Executed with an adjustable protractor and pins with 
springs to mount in the bolt holes.  
Suitable for bolt holes of Ø 13-22 mm.  
 
Material: Anodized aluminium.  
 
Model 1:  
Length 300 mm for bolt hole distances 35 - 190 mm.  
 
Model 1A  
Like model 1 but with magnetic pads to use as  
magnetical slope spirit level. 

Options: 
 

For all models even available: 
 
Pins for bolt holes from Ø 12 - 18 mm. 
Bushings with springs for mounting on the  
standard pins for bolt holes from Ø 25 - 30 mm. 

 

Model 2:  
Length 400 mm for bolt hole distances 35 - 290 
mm.  
Suitable for bolt holes of Ø 13-22 mm.  

Magnetical slope spirit level 
 

For fixation slope of pipelines. 
Executed with an adjustable protractor. 
 
Length 300 mm.  
 
Material: Anodized aluminium.  

Quick flange aligning cones 
 

With these steel flange cones and a spirit level,  
you can quickly and easily align bolt holes of flanges.  
Suitable for bolt holes of Ø 14-36 mm.  
 
Also deliverable in stainless steel execution. 

Spirit levels 

 SLUISWEG 9  

NL -  6582 AG  HEUMEN 
 

HOLLAND 
 

    PHONE   +31 24 358 6514 


